


P-80 PISA COMPASSES

* 3" (80mm) apparent diameter dial
* front reading dial

* internal gimbal system

* bracket, fush and binnacle mount choice

2.5" (65mm) apparent diameter card.

Front reading card.

Compact low profle design.

Snap-in mounting feature for easy removal

Mounting fexibility from binnacle to bracket or visa versa.
Shock resistant and antiscratching polycarbonate dome.
Internal LED illumination.

Available in black, white and grey with black card.

A-65 Binnacle Mount

Low profle binnacle mounting compass
that can be easy removed from its base
acting on the snap-in mounting system.

Part No.

82510 Black outer with black card
82511 White outer with black card
82512 Grey outer with black card

* LED illumination 82526 82525
* built-in compensators
Part No.
82522 Flush mount 80mm black compass 82524
82523 Flush mount 80mm white compass
82524 Bracket mount 80mm black compass 82523
82525 Bracket mount 80mm white compass
82526 Binnacle mount 80mm black compass
82527 Binnacle mount 80mm white compass 82522
AMALFI SERIES A-65 COMPASSES
Features A-65 Bracket Mount

The bracket version of the A-65 compass is designed
for multiple mounting capabilities both in a horizontal

or inclined dashboard or a bulkhead. It can be easily
removed from its bracket acting on the snap-in mounting
system.

Part No.

82500 Black outer
with black card

82501 White outer
with black card

82502 Grey outer
with black card

G-116 GENOVA
FLUSH MOUNT COMPASS

* 116 mm (4 1/2") apparent diameter dial

* Choice of front or top reading dials
in fush mount models

* Bulkhead, binnacle & fush
mount choice

* LED illumination

* Built-in compensators

* Internal gimbal system

* 45° |ubber lines and built-in
clinometer scale up to 45°
on sailboat models

* Optional sun covers

Part No. 82530
Top reading,
black housing and card

V-135 VENEZIA COMPASSES

* 135 mm (5 5/16") apparent diameter dial
* Traditional top reading dial

* Binnacle or fush mount choice

* Light bulb illumination 12/24 V

* Built-in compensators

* Internal gimbal system

* 45° lubber lines

* Factory balanced for world wide use

* Standard sun covers

82550

Part No.
82550 Flush Mount

Top reading, black housing & card
82555 Binnacle Mount

Top reading, black housing & card 82555

STRINGLINE
COURSE PLOTTERS

Part No.
50255 0 Degrees True bearing on the chart

50256 7.5 Degrees East Suitable for Cairns, Townsville & Adelaide
50257 11.5 Degrees East The average for the Aust East coast areas Brisbane to Melbourne




A-50 AMALFI SERIES

A handy marine compass supplied with a special bracket
from which can be easily removed. The durable vibration
dampening makes this compass ideal not only for all power
boat application, but also for dinghies and other small
sailboats. Tilting angle effective up to 30 degrees.

Features

*50mm (2") apparent diameter dial

* front reading dial

* phosphorescent card

* built-in compensators A-50 BR models only
* internal lighting A-50 BR models only

Part No.
82506  Yellow
82507  Black

A bracket mounted compass with multiple mounting
capabilities, including surface mounting. lllumination and
built-in compensators as standard.

Features
*50mm (2") apparent diameter dial

* front reading dial Part No.
* phosphorescent card 82508  Black
82509  White

* puilt-in compensators A-50 BR models only
* internal lighting A-50 BR models only

A-50 AMALFI SERIES

This compass, designed for Kayak and canoe, is easy
to mount and detach. The compass can be hooked to
the kayak/canoe bungee cords or eyelets using clips
provided.

Features

*50mm (2") apparent diameter dial

* front reading dial

* phosphorescent card

* puilt-in compensators A-50 BR models only
* internal lighting A-50 BR models only

Part No.
82504  Yellow
82505  Black

P-95 PISA SERIES

Bulkhead or panel mount compasses with a gimballing
system that allows it to be mounted on a vertical or up to 45
degree front sloping console.

Features

*95mm (3 3/4”) apparent diameter dial

*LED illumination

* built-in compensators

* internal gimbal system

* 45 degree lubber lines and built-in clinometer scale up to 45
degrees on sailboat models

Part No.

82518 Front reading, black housing and card
82519 For sailboats, front reading, black housing and card

82518 82519

G-116 GENOVA SERIES

Bulkhead or panel mount compasses with a gimballing
system that allows it to be mounted on a vertical or up to 45
degree front sloping console.

Features

*116mm (4 1/2") apparent diameter dial

*LED illumination

* built-in compensators

* internal gimbal system

* 45 degree lubber lines and built-in clinometer scale up to 45
degrees on sailboat models

Part No.

82531 Front reading, black housing and card, flush
82532 For sailboats, binnackle, black housing and card

82531 82532




WIPER MOTOR

High quality, heavy duty wiper motor

2 speed & self parking with
adjustable sweep angles.
Shaft length 65mm

Shaft dia 16mm

Part No.
39853 12 Volt Heavy Duty Wiper Motor

WATERPROOF 2 SPEED MOTOR

High quality, heavy duty wiper motor

Non Corrosive White Poly Waterproof Housing. Chrome
Plated Brass Shaft Housing. 316 Stainess Steel 2.5” Shaft.
Sweep Adjustable at any angle from 45 to 120 Deg.
Guaranteed 3 years.

Part No.
39877 12 Volt
39880 24 Volt

WIPER CONTROL BOX

For 1 to 3 motors 12-24v, max 5A/Motor. Rocker switch
included. With 3 motors connected it runs: Helm seat motor
or all motors, Synchronized sweep, Interval, Slow speed,
Fast speed & Washing system.

Part No.
39884

WIPER KIT
WITH WATERPROOF COVER

Set includes

Motor with white waterproof cover
Adjustable stainless arm 180 - 280mm
S/S & rubber blade 280mm

Features

Fully sealed motor housing for w’proof mounting on open
boats.

Self parking with 110° sweep angle.

Shaft length 87mm

Shaft diameter 12mm

12 volt -1.5

Part No. 39847

WINDSHIELD WASHER KIT

Poly Proplene tank with motor,
tubing and fittings to attach to
wiper arm. Available in 12 or 24
volt.

Part No.
39886 12 Volt
39887 24 Volt

WIPER KIT WITH S/S COVER

Wiper set includes

Motor with S/S cover
Adjustable S/S arm 180-280mm
S/S rubber blade 280mm

Features

Self parking with 110° sweep angle.

Shaft length 60mm.

Shaft diameter 9mm

12V 1.5 amp

Not recommended for commercial or prolonged use.

Part No. 39215




STAINLESS STEEL FOLDING AWAY
CLOTHES HOOK
The hook is spring loaded and won't rattle when open or

closed. It is mounted via two 6g counter sunk screws.
Constructed entirely from stainless steel.

Part No. Height  Width  Depth Extended Length
29798 50mm 30mm 15mm  40mm from top

BLUE CLOSED CELL FOAM
COCKPIT CUSHIONS

Ideal for those long fishing trips. The cushions are light weight
and comfortable. They take the chill away from the seat &
can double up as a pillow when the fish stop biting.

Part No. Length Width Height
37398 990mm 330mm 20mm
37396 1300mm 330mm 20mm

Stainless 3mt Retractable Clothes Line

Part No. 30366

316G S/S CUP HOLDERS

Made from 316G stainless steel. These high quality drink
holders provide a hands free, non spill solution to storing
your drink. Available in single or double.

Part No. Length: 210mm
29847  Single 90mm diameter Height: 70mm
29848 Double 90mm diameter Width: 105mm

BLACK PLASTIC GLOVE BOX

Made of ABS and non magnetic marine lock.

Part No. Length Height Depth
33105 330mm 127mm 178mm

SINGLE 316G S/S CUP HOLDER

Made from 316G stainless steel.
This high quality drink holder
provides a hands free, non spill
solution to storing your drink.

Part No. Outside Dia. Height

29849 105mm 65mm
29850 210mm 65mm
MUG BAG

The Mug Bag will store your mug or
bottle in a convenient place in the
cockpit, always within easy reach.
The Velcro fastening makes fitting
and storage easy.

The holder is self draining.

Material
600 x 600 D Oxford Nylon

Part No. Length Width
70646 68cm 30cm




FIXED DRINK HOLDER

This plastic drink holder is designed to mount permanently to
any vertical surface as they simply fold up near flat after use,
protrudes only 23mm when folded up. Manufactured from
ABS plastic with a stainless steel spring.

Mounting base size 97 x 97mm
4 Fastening holes: 5mm

Part No.
29840 Black
29842 White

STAINLESS STEEL RECESS
DRINK HOLDER with DRAIN

High Quality S/S Drink Holder with
moulded drain outlet to suit 20mm
hose. 90mm cut out.

Width 106mm including a
3/8” (9mm) flange

Depth 90mm

Hole size 90mm

Part No. 37494

ADJUSTABLE DRINK HOLDER

This drink holder is the same as the drink holder above but
has the advantage of being adjustable. With spring loaded
arms it firmly grips cups or bottles from 65 to 80mm in diameter.
Manufactured from ABS plastic

with a stainless steel spring.

Mounting base size is
97 x 97mm

Fastening holes

4 x 5mm

Part No.
29844 Black
29846 White

PULL-OUT CUP HOLDER

Our convenient recessed
cup holder saves drinks
from spilling & sliding. Made
to withstand the outdoor
environment.

Fits both cans & stubbies
with coolers & folds away.

Part No. Length Height Depth Colour
33120 155mm 35mm 120mm  White
33122 155mm 35mm 120mm  Black

SS FOLDING DRINK
HOLDER

Made of Polished Stainless Steel.

Part No. Length Width Deep
37480 102mm  98mm  21mm

ROPE WINCH HANDLE

Part No.
70710 290mm LOCK IN S/S HANDLE
Spring loaded locking mechanism.

STAINLESS STEEL DRINK HOLDER

High Quiality Stainless Steel Drink Holder
Flush mounts onto any flat surface.

Width: 90mm including a 1/4”
(6mm) flange

Depth: 70mm

Hole Size: 75mm

Part No. 37490

PVC WINCH HANDLE POCKET

Made from white flexible PVC, this large winch
holder suits up to 290mm handles.
Stainless steel fastenings included

Part No. Length Width
70715 300mm 90mm

WINCH HANDLE POCKET

This Winch Handle Pocket is self draining,
easy to mount and holds up to two
handles. It can be removed for easy
storage inside the boat.

Part No. Length Width Colour
70718 300mm  140mm Navy/White







SS FLUSH RECESSED HORNS

These High Quality Horns are Stainless Steel inside and out
including the sealed unit which eliminates rust. They are
extra loud and already pre wired. Guaranteed for 5 years
they meet the ABYC A-23 for boats up to 12 meters.

Part No.
53700 Single 12V Low Pitch
53702 Dual 12V High and Low Pitch

Length 3” (7.5cm)
Wwidth 3 1/4” (8cm)
Height 1 3/4” (4.5cm)

Max Amp Draw 3 Amps.

Grill Dimensions4 7/8” x 2 3/8” with 4” hole ctrs
Rating 108db @ 1 Meter Installed

Fundamental Frequency 410 Hz + 2

SS DELUXE SINGLE TRUMPET

These High Quality Horns are Stainless Steel inside and out
including the sealed unit which eliminates rust. They are extra
loud and already pre wired. Guaranteed for 5 years they
meet the ABYC A-23 for boats up to 12 meters.

Part No. Length 14” (35.5cm)
53708 12Volt Width 3" (7.5cm)
Height 4" (10cm)

Max Amp Draw 4 Amps
Rating 114db @1 meter
Fundamental Frequency 410 Hz + 20

SS DUAL TRUMPET

These High Quality Horns are Stainless Steel inside and out
including the sealed unit which eliminates rust. They are extra
loud and already pre wired. Guaranteed for 5 years they
meet the ABYC A-23 for boats up to 12 meters.

Part No. Length 17 1/2" (44.5cm)
53720 12 Volt Width 8" (20cm)
53722 24 Volt Height 5 3/4” (12.5cm)

Max Amp Draw 8 Amps
Rating 117db @1 meter
Fundamental Frequency 357 Hz + 20

SS WHITE POWDER COATED
YACHT HORNS

These High Quality Horns are all Stainless Steel including the
sealed unit. They have a white powder coating finish. They
are extra loud and already pre wired. Guaranteed for 5 years
they meet the ABYC A-23 for boats up to 12 meters.

Part No. Length
53710 White SS Single 12V 119db  405mm
53712 White SS Dual 12V 124db 470mm
53714 White SS Single 24V 119db  405mm
53716 White SS Dual 24V 124db 470mm




SS SHORTY TRUMPETS

These High Quality Horns are Stainless Steel inside and out
including the sealed unit which eliminates rust. They are extra
loud and already pre wired. Guaranteed for 5 years they
meet the ABYC A-23 for boats up to 12 meters.

Part No.

53724 Single

Length 14” (35.5cm)
Width 3-1/2”" (9cm)
Height 4” (10cm)

Max Amp Draw 3.5 Amps
Rating 114db @1 meter
Fundamental Frequency 410 Hz + 20

Length 16" (40.5cm)

Width 7-1/2” (19cm)
Height 4" (10cm)

Max Amp Draw 7 Amps

Rating 112db @1 meter

Fundamental Frequency 351 Hz + 20

Part No.
53726 Dual

SS SINGLE TRUMPET

These High Quality Horns are Stainless Steel inside and out
including the sealed unit which eliminates rust. They are extra
loud and already pre wired. Guaranteed for 5 years they
meet the ABYC A-23 for boats up to 12 meters.

Part No. Length 16 1/2” (42cm)
53718 12 Volt Width 4” (10cm)
Height 4 3/4” (11.5cm)

Max Amp Draw 4 Amps
Rating 118db @1 meter
Fundamental Frequency 388 Hz + 20

FLAG CLIPS

Part No.
35116  Nylon Flag clip
42mm x 28mm Weight = 4.6g
RM38  Miniature S/S Flag clip
23mm x 14mm Weight = 2g
RM41  S/S Flag clip - sold each
42mm x 28mm Weight = 169
56005 Heavy Duty S/S Flag clip
65mm x 40mm Weight = 162g

ECONOMY SS TRUMPET HORNS

These trumpet horns have a 100% stainless steel exterior.
Complete with integral stainless steel mounting bracket on rear
and shaft of horn. Sound rating is approx 110 Decibels.

Available in single and dual tone versions in both 12 & 24 volt.

Part No. Description Volt Amp Length
53990 Single 12v 3.5a  400mm
53992 Dual 12v 7a 480mm

PROTEST FLAGS

Part No.
TF305 Dingy protest flags (10 per card)
TF310 Keelboat protest flags ( 10 per card)

INTERNATIONAL CODE SIGNAL
FLAG SET

Part No. 37154

FLAGS

Part No.

37150 Red ensign - 1 Yard 90 x 43mm

37151 Australian National - 1 Yard 90 x 43mm
37144 Code “C” Flag 400 x 300mm

37146 Code “N” Flag 400 x 300mm












