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SWITCH PANELS
Contoured plastic panels with switches covered 
by black neoprene rubber boots. The fuse 
holders are moulded behind the panel and 
are weatherproof enclosed type with 15 amp 
blade fuses. These quality switch panels are 
weatherproof and fully wired for use. Available 
in 4 or 6 switch standard version and 6 switch 
with red LED indicator lights. They are suitable 
for both 12v & 24v.

Part No.	
53090	 Grey 4 switch panel 4 1/4” x 3 3/4”	
53093	 White 4 switch panel 95 L x 105mm W	
53091	 Grey 6 switch panel 4 1/4” x 3 3/4”	
With red LED indicators	 	
53092	 Grey 6 switch panel 4 1/4” x 4 7/8”		

BAKELITE SWITCH PANELS
These switch panels come fully wired for use 
with chrome plated brass toggle switches. 
Complete with fuse holders, 5 amp fuses & 
assorted metalic name plates.
Suits 12 & 24 Volt.

  Part No.	
 53192	3 gang 90 x 113mm
 53193	6 gang 160 x 113mm

SPLASHPROOF SWITCH PANELS
Black bakelite switch panels 
complete with switches that have 
weatherproof black neoprene boots. 
These panels are fully wired for use, 
include screw-in fuse holders with 
5 amp fuses and assorted stick-on 
name labels. Suits 12 and 24 volt.

Part No.	 Gang	 Width	 Height	
53088	 3 gang 	 90mm	 113mm
53089	 6 gang 	 160mm	 113mm

BATTERY BOXES
Quality vented marine battery boxes manufactured from black hi-density reinforced polyethylene which is impervious to battery acids. 
Includes sturdy carry handle, two vents and the lid has 4 recesses to allow for cable entry. Supplied complete with webbing strap, 
mounting cleats and stainless steel fastenings.
STANDARD BATTERY BOX	
Outside size including lid	
Length - 335mm
Width - 220mm
Height - 250mm
Inside size:
Length - 290mm
Width - 195mm
Height - 195mm

 Part No.  23661
LARGE BATTERY BOX	
Outside size including lid	
Length - 410mm
Width - 225mm
Height - 280mm
Inside size:	
Length - 345mm
Width - 195mm
Height - 220mm

 Part No.  23662

PRE WIRED “POWER CENTRE” BATTERY BOX	
Outside size including lid& handles	
Length - 410mm
Width - 230mm
Height - 300mm
Inside size:	
Length - 340mm
Width - 190mm
Height - 225mm

 Part No.  23663
EXTRA LARGE BATTERY BOX	
Outside size including lid	
Length - 450mm
Width - 215mm
Height - 260mm
Inside size:	
Length - 385mm
Width - 180mm
Height - 195mm

 Part No.  23665	

BILGE PUMP SWITH PANELS
Part No.	 	
53122	 3 way switch: Auto-Off-	
	 Manual. 
	 Plate size: 3-1/2” x 2”

Part No.	 	
53123	 Switch with Alarm

SWITCH PANELS
Waterproof
Toggle Switch
4 or 6 circuits
12V System
W/ LED singles
W/ 28 name plates

Part No. 	 Size
53096	4 Circuits	 L 4.53” x W 4.3”
53098	6 Circuits	 L 6.1” x W 4.33”

HEAVY DUTY BATTERY SEATS

Heavy duty battery seats with 
stainless steel screws.

Part No.
23670	33 x 19 x 4.7cm
23672	36.5 x 19 x 4.7cm
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Maximum Design Options
Interchangeable actuators make 
panel design / redesign a snap.

Dust & Water Protection
Fully sealed fascia prevents ingress 
of dust, water and debris.

Quick & Simple Connections
Withstands High Temperatures
Roller pin mechanism eliminates the need for lubricants, 
so it can withstand temperatures from -40 C to +85 C.	

Multiple Lighting Options	
Incandescent lamps and LED illumination are available. 
LED illumination is offered in a wide range of colours and 
intensities. Incandescent is standard.

Optional Panel Seal
Prevents entry of water and dust 
behind panel.

The V-Series range has set the standard in 
high performance, consistently reliable and 
aesthetically appealing switches, proving that 
form and function can go together.

The Carling Technologies V-Series are an innovative range of rocker switches used for general purpose switching. The versions in this 
catalogue are single pole only. Double pole versions will be added to our inventory throughout 2002 and are currently available upon 
request.	
These high quality switches are moulded in tough, non corrosive nylon, polyester and polycarbonate. Their high IP (index of protection) 
rating and wide operating temperature range make them the ideal switch for exposed applications under the harshest of conditions. 
The snap action operation provides positive feedback to the operator at all times.		
They are available in an extensive array of switching configurations, illumination options, electrical ratings, terminations, styles, colours 
and finishes.		
A multitude of imprinted markings are also available in either words or symbols or both. In addition, custom imprints, including logos, 
can be made upon request (subject to set-up charges and minimum order quantities). They have the added flexibility of removable 
actuators which means that rockers can be interchanged if required.

CARLINGSWITCH V-SERIES ROCKER SWITCH

IP68 Rating

F SERIES TOGGLE SWITCH
Double Pole

12v - 21 Amp  or  24v - 9 Amp
The Carling  Technologies F Series are a range of double 
pole toggle switches used for general purpose switching. The 
standard range is ideal for 12v or 24v DC. These high quality 
switches feature corrosion resistant nickel plated brass toggles, 
bushing & mounting hardware. 	
The base is moulded in tough phenolic. The toggle is also 
fitted with a neoprene seal to reduce the possibility of water 
entering the switch, they are not however, waterproof. We also 
have a range of silicon rubber boots available for this series to 
waterproof them when installed. 
Maximum operating temperature 
is 85 degrees C.

Part No. 
85001 
Full Silicon Rubber Boot

SILICON RUBBER BOOTS

Part No.	
85020	 Off / On
85021	 Off / Momentary (On)
85022	 On / On
85023	 On / Off / On
85024	 On / Off / Momentary (On)
85025	 Momentary (On) / Off / Momentary (On)

F SERIES TOGGLE SWITCH
Single Pole

12v - 21 Amp  or  24v - 9 Amp

From standard switches to custom control products, Carlingswitch 
is your source for safe, reliable, cost effective solutions.
For equipment that moves from lawn & garden equipment, 
to construction vehicles, trucks, buses & commercial boats, 
Carlingswitch offers a full line of control products, from standard 
sealed rocker switches, to custom, multifunction control panels, 
custom switches & levers.

The Carling  Technologies F Series are a range of single 
pole toggle switches used for general purpose switching. The 
standard range is ideal for 12v or 24v DC. These high quality 
switches feature corrosion resistant nickel plated brass toggles, 
bushing & mounting hardware. The base is moulded in tough 
phenolic. The toggle is also fitted with a neoprene seal to 
reduce the possibility of water entering the switch, they are not 
however, waterproof. We also have a range of silicon rubber 
boots available for this series to waterproof them when installed. 
Maximum operating temperature is 65 degrees C.

Part No.	
85010	 Off / On
85011	 Off / Momentary (On)
85012	 On / On
85013	 On / Off / On
85014	 On / Off / Momentary (On)
85015	 Momentary (On) / Off 
	 / Momentary (On)



Electrical	 Electrical

V-SERIES CONTURA II
Rocker Switch with Red Square Lens & Indicators

Indicator illuminates when switch is on
IP68 Rating - Waterproof

Part No.	 Square Lens Only
85270	 Black Off / On 12v - 20 amps
85271	 Black Off / On 24v - 15 amps
	 Potable Water Pressure
85272	 Black Off / On 12v - 20 amps
85273	 Black Off / On 24v - 15 amps
	 Master Light Switch
85274	 Black Off / On 12v - 20 amps
85275	 Black Off / On 24v - 15 amps
	 Interior Light
85276	 Black Off / On 12v - 20 amps
85277	 Black Off / On 24v - 15 amps
	 Navigation Lights
85278	 Black Off / On 12v - 20 amps
85279	 Black Off / On 24v - 15 amps
	 Bilge Pump - Non illuminating
85280	 Black On /Off / Momentary(On) 12v - 20 amps
85281	 Black On /Off / Momentary(On) 24v - 15 amps
	 Anchor Light
85282	 Black Off / On 12v - 20 amps
85283	 Black Off / On 24v - 15 amps
	 Bilge Blower
85284	 Black Off / On 12v - 20 amps
85285	 Black Off / On 24v - 15 amps
	 Anchor - Non illuminating
85286	 Black Momentary (On) / Off / Momentary (On)  
	 12v - 20 amps
85287	 Black Momentary (On) / Off / Momentary (On)  
	 24v - 15 amps
	 Wiper Light - Non illuminating
85288	 Black Momentary (On) / Off / Momentary (On)  
	 12v - 20 amps

85270 85272 85276 85278

85280 85282 85284 85286

85288

V-SERIES CONTURA II
Rocker Switch with Single Illumination. Illumination in 
latching position only (not momentary position). IP68 
Rating - Waterproof

Part No.	 Volt	 Amp
85240	 Black Off/On 	 12V 	 20A
85241	 Black Off/On 	 24V	 15A
85242	 White Off/On 	 12V	 20A 
85243	 White Off/On 	 24V	 15A
85245	 Black On/Off/Momentary(On) 12V	 20A
85246	 Black On/Off/Momentary(On) 	 24V	 15A
85247	 White On/Off/Momentary(On) 12V	 20A
85248	 White On/Off/Momentary(On) 	 24V	 15A

IP68 Rating - Waterproof

CARLINGSWITCH 
V-SERIES CONTURA II
Rocker Switch without Illumination

Part No.	
85200	 Black Off / On 12v - 20 amps
85201	 Black Off / On 24v - 15 amps
85202	 White Off / On 12v - 20 amps
85203	 White Off / On 24v - 15 amps
	
85205	 Black Off / Momentary (On) 12v - 20 amps
85206	 Black Off / Momentary (On) 24v - 15 amps
85207	 White Off / Momentary (On) 12v - 20 amps
85208	 White Off / Momentary (On) 24v - 15 amps
	
85210	 Black On / Off / On 12v - 20 amps
85211	 Black On / Off / On 24v - 15 amps
85212	 White On / Off / On 12v - 20 amps
85213	 White On / Off / On 24v - 15 amps

85215	 Black On / Off / Momentary (On) 12v - 20 amps
85216	 Black On / Off / Momentary (On) 24v - 15 amps
85217	 White On / Off / Momentary (On) 12v - 20 amps
85218	 White On / Off / Momentary (On) 24v - 15 amps
	
85220	 Black Momentary (On) / Off / Momentary (On) 12v - 20 amps
85221	 Black Momentary (On) / Off / Momentary (On) 24v - 15 amps
85222	 White Momentary (On) / Off / Momentary (On) 12v - 20 amps
85223	 White Momentary (On) / Off / Momentary (On) 24v - 15 amps
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Part No.		
85500	 Black Off / On 12v - 20 amps	
85501	 Black Off / On 24v - 15 amps	
85502	 White Off / On 12v - 20 amps	
85503	 White Off / On 24v - 15 amps	
		
85505	 Black Off / Momentary (On) 
	 12v - 20 amps	
85506	 Black Off / Momentary (On) 
	 24v - 15 amps	
85507	 White Off / Momentary (On) 
	 12v - 20 amps	
85508	 White Off / Momentary (On) 
	 24v - 15 amps	
		
85510	 Black On / Off / On 12v - 20 amps	
85511	 Black On / Off / On 24v - 15 amps	
85512	 White On / Off / On 12v - 20 amps	
85513	 White On / Off / On 24v - 15 amps	
		
85515	 Black On / Off / Momentary (On) 12v - 20 amps	
85516	 Black On / Off / Momentary (On) 24v - 15 amps	
85517	 White On / Off / Momentary (On) 12v - 20 amps	
85518	 White On / Off / Momentary (On) 24v - 15 amps	
		
85520	 Black Momentary (On) / Off / Momentary (On) 
	 12v - 20 amps	
85521	 Black Momentary (On) / Off / Momentary (On) 
	 24v - 15 amps	
85522	 White Momentary (On) / Off / Momentary (On) 
	 12v - 20 amps	
85523	 White Momentary (On) / Off / Momentary (On) 
	 24v - 15 amps	

V-SERIES CONTURA V
Rocker Switch without Illumination

Can be used in conjunction with Contura V
IP68 Rating - Waterproof

V-SERIES CONTURA V
Rocker Switch with Dual Illumination

IP68 Rating - Waterproof

Part No.		
85550	 Black On / Off / On 12v - 20 amps	
85551	 Black On / Off / On 24v - 15 amps	
		
85552	 White On / Off / On 12v - 20 amps	
85553	 White On / Off / On 24v - 15 amps	

Part No.	
85400L	 Black Off / On 12v - 20 amps
85401L	 Black Off / On 24v - 15 amps
85402L	 White Off / On 12v - 20 amps
85403L	 White Off / On 24v - 15 amps
	
85405L	 Black Off / Momentary (On) 
	 12v - 20 amps
85406L	 Black Off / Momentary (On) 
	 24v - 15 amps
85407L	 White Off / Momentary (On) 
	 12v - 20 amps
85408L	 White Off / Momentary (On) 
	 24v - 15 amps
	
85410L	 Black On / Off / On 
	 12v - 20 amps
85411L	 Black On / Off / On 
	 24v - 15 amps
85412L	 White On / Off / On 
	 12v - 20 amps
85413L	 White On / Off / On 
	 24v - 15 amps
	
85415L	 Black On / Off / Momentary (On) 
	 12v - 20 amps
85416L	 Black On / Off / Momentary (On) 
	 24v - 15 amps
85417L	 White On / Off / Momentary (On) 
	 12v - 20 amps
85418L	 White On / Off / Momentary (On) 
	 24v - 15 amps
	
85420L	 Black Momentary (On) / Off / Momentary (On) 
	 12v - 20 amps
85421L	 Black Momentary (On) / Off / Momentary (On) 
	 24v - 15 amps
85422L	 White Momentary (On) / Off / Momentary (On) 
	 12v - 20 amps
85423L	 White Momentary (On) / Off / Momentary (On) 
	 24v - 15 amps

V-SERIES CONTURA IV LEFT
Rocker Switch without Illumination

Can be used in conjunction with Contura V
IP68 Rating - Waterproof

V-SERIES CONTURA IV LEFT
Rocker Switch with Single Illumination

Illumination in latching position only, 
not momentary position

IP68 Rating - Waterproof

Part No.	
85440L	 Black Off / On 12v - 20 amps
85441L	 Black Off / On 24v - 15 amps
85442L	 White Off / On 12v - 20 amps
85443L	 White Off / On 24v - 15 amps

85445L	 Black On / Off / Momentary (On) 12v - 20 amps
85446L	 Black On / Off / Momentary (On) 24v - 15 amps
85447L	 White On / Off / Momentary (On) 12v - 20 amps
85448L	 White On / Off / Momentary (On) 24v - 15 amps

Part No.	
85450L	 Black On / Off / On 12v - 20 amps
85451L	 Black On / Off / On 24v - 15 amps
85452L	 White On / Off / On 12v - 20 amps
85453L	 White On / Off / On 24v - 15 amps

V-SERIES CONTURA IV LEFT
Rocker Switch with Dual Illumination

IP68 Rating - Waterproof
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V-SERIES CONTURA IV RIGHT
Rocker Switch 

with Single Illumination
Illumination in latching position only, 

not momentary position
IP68 Rating - Waterproof

Part No.	
85440R	 Black Off / On 12v - 20 amps
85441R	 Black Off / On 24v - 15 amps
85442R	 White Off / On 12v - 20 amps
85443R	 White Off / On 24v - 15 amps
	
85445R	 Black On / Off / Momentary (On) 12v - 20 amps
85446R	 Black On / Off / Momentary (On) 24v - 15 amps
85447R	 White On / Off / Momentary (On) 12v - 20 amps
85448R	 White On / Off / Momentary (On) 24v - 15 amps

Part No.	
85450R	 Black On / Off / On 12v - 20 amps
85451R	 Black On / Off / On 24v - 15 amps
85452R	 White On / Off / On 12v - 20 amps
85453R	 White On / Off / On 24v - 15 amps

V-SERIES CONTURA IV RIGHT
Rocker Switch 

with Dual Illumination
IP68 Rating = Waterproof

Part No.	
85400R	 Black Off / On 12v - 20 amps
85401R	 Black Off / On 24v - 15 amps
85402R	 White Off / On 12v - 20 amps
85403R	 White Off / On 24v - 15 amps
85405R	 Black Off / Momentary (On) 
	 12v - 20 amps
85406R	 Black Off / Momentary (On) 
	 24v - 15 amps
85407R	 White Off / Momentary (On) 
	 12v - 20 amps
85408R	 White Off / Momentary (On) 
	 24v - 15 amps
85410R	 Black On / Off / On 
	 12v - 20 amps
85411R	 Black On / Off / On 
	 24v - 15 amps
85412R	 White On / Off / On 
	 12v - 20 amps
85413R	 White On / Off / On 
	 24v - 15 amps
85415R	 Black On / Off / Momentary (On)  12v - 20 amps
85416R	 Black On / Off / Momentary (On)  24v - 15 amps
85417R	 White On / Off / Momentary (On)  12v - 20 amps
85418R	 White On / Off / Momentary (On)  24v - 15 amps
85420R	 Black Momentary (On) / Off / Momentary (On) 
	 12v - 20 amps
85421R	 Black Momentary (On) / Off / Momentary (On) 
	 24v - 15 amps
85422R	 White Momentary (On) / Off / Momentary (On) 
	 12v - 20 amps
85423R	 White Momentary (On) / Off / Momentary (On) 
	 24v - 15 amps

V-SERIES CONTURA IV RIGHT
Rocker Switch without Illumination

Can be used in conjunction with Contura V
IP68 Rating - Waterproof

V-SERIES ACCESSORIES

A versatile range of mounting accessories are available to complement the appearance of the Contura V Series rocker switches. 
Available in both black and white, the matt finish will enhance any installation. The VM1 panel is designed for the installation of a single 
switch while the new cluster styles of the three gang VM3 and six gang VM6 models are extremely versatile.

Modular Mounting Panels
The modular nature of the VME and VMM panels makes customizing 
a breeze, as individual panels can be assembled into rows of user 
defined lengths.

Blank Hole Plug
The VHP mounting hole plug is a cost effective way of allowing 
for future expansion of switch panels. The plug is available in 
black or white and can be used with the full range of VM series 
mounting panels.

Part No.	
85111	 Hole Plug - Black
85112	 Hole Plug - White

Switch Gasket Seal
The VPS gasket or seal is designed to reduce the ingress of water 
and dust into any panel. The gasket installs on the switch prior to 
installation and provides an effective seal between the surround of 
the switch and the material into which it is installed.
It is also suitable for use with the VM range of mounting panels. 
The rubber foam gasket is available in black only but is not visible 
once installed.

Part No.	
85107	 End Section - Black
85108	 End Section - White	
85109	 Mid Section - Black	
85110	 Mid Section - White	

Part No. 
85113 
V - Series Gasket

Mounting Panels
Part No.	
85101	 Single Switch Mounting Panel - Black	
85102	 Single Switch Mounting Panel - White	
85103	 Triple Switch Mounting Panel - Black	
85104	 Triple Switch Mounting Panel - White	
85105	 Six Switch Mounting Panel - Black
85106	 Six Switch Mounting Panel - White
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SINGLE POLE ROCKER  ACTUATOR

Part No.	
85621	 5 Amps - 32VDC / 250VAC	
85623	 10 Amps - 32VDC / 250VAC	
85624	 15 Amps - 32VDC / 125VAC	
85625	 20 Amps - 32VDC / 125VAC	
85626	 25 Amps - 32VDC / 125VAC	
85629	 Silicone rubber waterproof boot 
	 T/S Single pole M-Series

SINGLE POLE PADDLE  ACTUATOR

Part No.		
85641	 5 Amps - 32VDC / 250VAC	
85643	 10 Amps - 32VDC / 250VAC	
85644	 15 Amps - 32VDC / 125VAC	
85645	 20 Amps - 32VDC / 125VAC	
85646	 25 Amps - 32VDC / 125VAC	
		
		
DOUBLE POLE PADDLE  ACTUATOR		

Part No.		
85651	 5 Amps - 65VDC / 250VAC	
85653	 10 Amps - 65VDC / 250VAC	
85654	 15 Amps - 65VDC / 250VAC	
85655	 20 Amps - 65VDC / 250VAC	
85656	 25 Amps - 65VDC / 250VAC

M-SERIES CIRCUIT BREAKERS
The most versatile addition to the Carling Technologies, magnetic circuit breaker range in recent years is the M Series. This innovative 
series has no less than four variants providing a comprehensive range of product for virtually any switchboard or control panel application. 
Widely used throughout the marine industry because of their compact design, the M series are available in switchable rocker, paddle, 
push/pull and a non-switchable push-to-reset version.	
The standard rocker on offer features a unique dual colour design or Visi-rocker, indicating red when the circuit is in the ‘on’ position.

DOUBLE POLE ROCKER  ACTUATOR

Part No.
85631	 5 Amps - 65VDC / 250VAC	
85633	 10 Amps - 65VDC / 250VAC	
85634	 15 Amps - 65VDC / 250VAC	
85635	 20 Amps - 65VDC / 250VAC	
85636	 25 Amps - 65VDC / 250VAC	
85639	 Silicone rubber waterproof boot 
	 T/S Double pole M-Series

SINGLE POLE PULL/PUSH  ACTUATOR
		
Part No.		
85661	 5 Amps - 32VDC / 250VAC	
85663	 10 Amps - 32VDC / 250VAC	
85664	 15 Amps - 32VDC / 125VAC	
85665	 20 Amps - 32VDC / 125VAC	
85666	 25 Amps - 32VDC / 125VAC	
		
		
DOUBLE POLE PULL/PUSH  ACTUATOR

Part No.		
85671	 5 Amps - 65VDC / 250VAC	
85673	 10 Amps - 65VDC / 250VAC	
85674	 15 Amps - 65VDC / 250VAC	
85675	 20 Amps - 65VDC / 250VAC	
85676	 25 Amps - 65VDC / 250VAC

CLB-SERIES CIRCUIT BREAKERS

The new CLB Series are thermal circuit breakers, that 
offer a reliable, cost effective solution for circuit protection 
requirements. The CLB Series is available in a range of current 
ratings up to 40 Amps and are suitable for both AC & DC extra 
low voltage applications. Standard 12mm mounting bush.

Part No.	
85601	 3 Amps - 48VDC / 250VAC
85602	 5 Amps - 48VDC / 250VAC
85603	 10 Amps - 48VDC / 250VAC
85604	 15 Amps - 48VDC / 250VAC
85605	 20 Amps - 48VDC / 250VAC
85606	 25 Amps - 48VDC / 250VAC
85607	 30 Amps - 48VDC / 250VAC
85609	 40 Amps - 48VDC / 250VAC

E-SERIES CIRCUIT BREAKERS

E Series magnetic circuit breakers are used extensively 

throughout the marine industry because of their heavy duty 

construction and rugged design. The high current ratings and 

large terminals make them a popular choice for high amperage 

circuit protection. The standard range we offer is specifically 

for DC voltage applications in both single pole and double pole 

configurations.

SINGLE POLE 
RED HANDLE  ACTUATOR
	

Part No.	

85901	 50 Amps - 125VDC

85902	 60 Amps - 125VDC

85903	 70 Amps - 125VDC

85904	 80 Amps - 125VDC

85906	 100 Amps - 125VDC
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2 Position Switch
Push-pull, on or off, chrome plated knob, 
rated at 25 amps - suits 12 or 24 Volt. 
Dash Thickness - max 10mm. 
Shaft stem diameter - 9mm.		
Part No. 30204

3 Position Switch
Push-pull, off, on 1 or on all, chrome 
plated knob, rated at 25 amps - suits 12 or 
24 Volt. Dash Thickness - max 20mm. 
Shaft stem diameter - 9mm.	
Part No. 30206

7 PIN PLUG & SOCKET 
Plastic construction with screw-type connection & o’ring seal for 
waterproof connection.  Strain relief for plug & cable & a protective 
cover to protect socket when not in use.  
Maximum Load: 10Amps at 12V.
Part No. H2785

MOUNTING BASE
To suit part numbers H2782-2785 eliminates
the need for recessing the socket.
Part No. H2786

2 PIN SOCKET
2 Pin Polarized.  All brass construction. 
Surface mounting 3 x 3mm holes. 22 amps at 12V.
Part No. H2741

2 PIN PLUG
2 Pin Polarized.  
All brass construction. 
Waterproof gland cable entry. 22 amps at 12V.
Part No. H2742

HELLAMARINE PLUGS & SOCKETS

WATERPROOF
CABLE THRU-DECK GLANDS

Part No.	
47008	 Suits 8mm Diameter Cable
47012	 Suits 12mm Diameter Cable
47016	 Suits 16mm Diameter Cable
47019	 Suits 19mm Diameter Cable

For a watertight seal when passing electrical 
cable through deck or bulkhead. Can be used 
for hydraulic line outlet into motor well

POWER PLUGS - CHROME BRASS

Part No.	
30208	 2 Pin Complete with cap
30209	 Base & Cap for 30208
30208P	 2 Pin connector with BCP cap 
39561	 Economy 2 Pin Power Plug & Socket

BRASS SWITCHES
ECONOMY RANGE

Heavy duty deck switch with waterproof deck 
mounting. 

Rated at 150amps continuous.
12/24 volt.
Part No. 30200

HELLA MARINE DECK GROMMETS

ANCHOR WINCH DECK SWITCH

Ensures waterproof cable entry. All brass construction.

Part No. 
H2747	 Cable:  up to 12mm dia.
H2746	 Cable:  up to 8mm dia.

Part No. 
30210	 3A 	 3pin
30211	 3A	 4pin

WATERPROOF
ELECTRICAL CONNECTORS

Chrome plated brass screw apart electrical plug & sockets 
with base seal, retainer chain 
& socket cover

Waterproof Electrical Connectors 
with plastic Cap

2 PIN PLUG & SOCKET
Plastic construction with screw-type connection & 
o’ring seal for waterproof connection. Strain relief 
for plug & cable & a protective cover to protect 
socket when not in use. Up to 48V, 16 amps at 12V.
Part No. H2782

3 PIN PLUG & SOCKET
Plastic construction with screw-type connection & 
o’ring seal for waterproof connection. Strain relief for plug & 
cable & a protective cover to protect 
socket when not in use. 
Up to 48V, 16 amps at 12V.
Part No. H2783

4 PIN PLUG & SOCKET 
Plastic construction with screw-type connection & o’ring seal 
for waterproof connection.  
Strain relief for plug & cable & a protective cover to protect 
socket when not in use.  
Up to 48V, 16 amps at 12V.
Part No. H2784

Waterproof Horn Button Compact push button momentary switch with rubber 
cap & chrome plated bezel & contacts. Rated at 8amps, suits 12 or 24 volt. 
Dash Thickness max 6mm. Shaft Stem Diameter - 22mm.	
Part No. 30307

All brass momentary push switch for starter or horn 
complete with waterproof rubber cap. Rated at 25amps 
Suits 12 or 24 volt.  Dash Thickness - max 22mm. 
Shaft stem diameter - 16mm.	
Part No. 30305

Ignition Switch
Brass body 3 pole ignition starter switch off/on/start. 
All brass construction with brass terminals & screws. 
2 keys provided. Rated 12 volt 20 amps.
Dash thickness -max 25mm. Shaft stem diameter -20mm
Part No. 53304
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HANDYMAN ASSORTMENT
A total quantity of 16 popular 
Hella connectors and terminals.
Part No.  H8280

SERVICE STATION 
ASSORTMENT
A total quantity of 29 popular Hella 
connectors and terminals.
Part No.  H8281

GARAGE & AUTO ELECTRICIAN 
ASSORTMENT KIT.
This assortment containing 173 
Hella connectors and terminals 
is designed to meet the 
requirements of the 
automotive industry.
Part No.  H8282

DO IT YOURSELF CRIMP KIT
Especially designed for the handyman and hobbyist, this kit 
contains a useful crimping tool that cuts cable, strips cable 
insulation and crimps all Hella connectors.
Comes complete with an assortment of 
29 popular Hella connectors 
and terminals.
Part No.  H8283

CRIMPING TOOL
Quality tool that strips cable insulation, cuts cable and
applies insulated crimp connection of automotive cable
from 2.5mm - 6mm in diameter and 7mm high tension
cable.
Part No.  H8271

Cable Connectors	 	 	
Part No.	 CABLE	 QTY 	 COLOUR
H8230	 2.5mm-3mm	 15	 Red
H8530	 2.5mm-3mm	 100	 Red
H8231	 4mm	 14	 Blue
H8531	 4mm	 100	 Blue
H8232	 5mm-6mm	 8	 Yellow
H8532	 5mm-6mm	 50	 Yellow

				  
Quick Connect Cable Connectors	 	 	
With the use of pliers, connects, splices & insulates 2.5mm to 
3mm cable.			 
Part No.	 Cable	 Qty
H8235	 2.5mm-3mm	 6	
H8535	 2.5mm-3mm	 25	

				  
Spade Terminals	 	 	
Part No.	 Cable	 Size	 Qty 	 Colour
H8260	 2.5mm-3mm	 4.3mm	 21	 Red
H8560	 2.5mm-3mm	 4.3mm	 100	 Red
H8261	 2.5mm-3mm	 5.0mm	 21	 Red
H8561	 2.5mm-3mm	 5.0mm	 100	 Red
H8262	 4mm	 4.3mm	 20	 Blue
H8562	 4mm	 4.3mm	 100	 Blue
H8263	 4mm	 5.0mm	 21	 Blue
H8563	 4mm	 5.0mm	 100	 Blue

CRIMP TERMINALS & CONNECTORS

CRIMPING ACCESSORIES

WATERPROOF ELECTRICAL 
JOINING CONNECTORS

Butt Splice with Heat Shrink, Sold in packets of 25

Part No.	
72530	 Blue Conductor 	 .5mm2 - 1.5mm2	
72532	 Red Conductor 	 1.04mm2 - 2.63mm2

72534	 Yellow Conductor 	 1.04mm2 - 2.63mm2	

Eye Terminals	 	 	
Part No.	 Cable	 Size	 Qty 	 Colour
H8240	 2.5mm-3mm	 4.3mm	 25	 Red
H8540	 2.5mm-3mm	 4.3mm	 100	 Red
H8241	 2.5mm-3mm	 5.0mm	 25	 Red
H8541	 2.5mm-3mm	 5.0mm	 100	 Red
H8242	 2.5mm-3mm	 6.3mm	 16	 Red
H8542	 2.5mm-3mm	 	 100	 Red
H8243	 4mm	 5.0mm	 25	 Blue
H8543	 4mm	 5.0mm	 100	 Blue
H8244	 4mm	 6.3mm	 20	 Blue
H8544	 4mm	 6.3mm	 100	 Blue
H8245	 4mm	 8.4mm	 14	 Blue
H8545	 4mm	 8.4mm	 100	 Blue
H8246	 5mm-6mm	 6.3mm	 12	 Yellow
H8546	 5mm-6mm	 6.3mm	 50	 Yellow
H8247	 5mm-6mm	 8.4mm	 12	 Yellow
H8547	 5mm-6mm	 8.4mm	 50	 Yellow
H8248	 5mm-6mm	 9.5mm	 10	 Yellow
H8548	 5mm-6mm	 9.5mm	 50	 Yellow
H8249	 5mm-6mm	 5.0mm	 17	 Yellow
H8549	 5mm-6mm	 5.0mm	 17	 Yellow



Electrical	 Electrical

 Part No.  H2756	
Black plastic housing 
with flat plug connections. 
8 x 8amp ceramic type 
fuses included.

Manufactured from moisture resistant black  
polyethylene. Stable to a temperature of 100 
degrees Celsius.

Part No.	 	 Length	 Internal Dia
H8347	 	 10 metre	 6mm
H8348	 	 10 metre	 12mm

CONVOLUTED SPLIT TUBING
Manufactured from black polypropylene. 
Working temperature range 20-60 degrees Celsius.

Part No.	
H8349	 10mm  x  10m
H8350	 13mm  x  10m

PLASTIC INSULATING TAPE
Flame retardant PVC electrical 
insulation tape, complying with 
British standards.
Part No.	 Colour	 Width	 Length
H8320	 Black  	 19mm	 10mtr
H8321	 Red  	 19mm	 10mtr
H8322	 Black	 19mm	 20mtr
H8323	 Red	 19mtr	 20mtr

FUSE BOX - 8 x 8AMP

PLASTIC CABLE TIES
Very flexible locking latch, bell-mouthed head allows easier 
threading than previous ties. Strongest possible locking power, 
without damaging the serrations of the tie. Quick fastening and 
simple locking mechanism.
NATURAL(WHITE)

Part No.
H8333	 Pkt 10  x  145mm
H8334	 Pkt 10  x  185mm
H8335	 Pkt 10  x  365mm
H8341	 Pkt 100  x  80mm
H8342	 Pkt 100  x  100mm
H8343	 Pkt 100  x  145mm
H8344	 Pkt 100  x  185mm
H8345	 Pkt 100  x  365mm

BLACK UV RESISTANT

Part No.
H8331UV	 Pkt 10  x  80mm
H8332UV	 Pkt 10  x  100mm
H8333UV	 Pkt 10  x  145mm
H8334UV	 Pkt 10  x  185mm
H8335UV	 Pkt 10  x  365mm
H8341UV	 Pkt 100  x  80mm
H8342UV	 Pkt 100  x  100mm
H8343UV	 Pkt 100  x  145mm
H8344UV	 Pkt 100  x  185mm
H8345UV	 Pkt 100  x  365mm

WATERPROOF FUSE HOLDER
Yellow waterproof thermoplastic in-line fuse holder. Pushes 
together & seals for a waterproof connection. 30 amp rating. 
Fuse not included

 Part No. 72083

FUSE HOLDER - BLADE TYPE
Weather resistant in-line fuse 
holder rated up to 30 amp. 
Suits auto type blade fuses.

 Part No.
 72084	 Fuse Holder
 72085A	 5 amp fuse orange
 72085B	 10 amp fuse red
 72085C	 15 amp fuse blue
 72085D	 20 amp fuse yellow

IN LINE FUSE HOLDER
Screw apart bakelite in-line 
fuse holder rated to 30 amps. 
Fuse not included

 Part No. 72082

FUSE HOLDERS & FUSES

SPIRAL CABLE WRAP

BUSS BARS
These high quality, heavy duty electrical 
buss bars allow connection of multiple DC 
items from one main supply. Made of tin 
plated copper for high conductivity with 
insulated ABS base. 2 x 5mm counter-
sunk fastening holes provided.

Part No.	 Stud	 Screw	 Amp 	 Length	 Width
30212	 2	 10	 150A	 152mm	 32mm
30214	 2	 12	 250A	 200mm	 38mm

Part No.	
45005	 Black x 3m. 25.4mm wide x 0.5mm thick
45006	 White x 3m. 25.4mm wide x 0.5mm thick

The essential Protective & Repair 
Wrap Withstands Salt Water, UV 
Rays & Acids	

Originally developed for the military X-Treme Tape Marine is a 
high quality wrap made from a special silicone compound which 
adheres to itself when wrapped under tension.
*No adhesive, Bonds only to itself.
*Won’t melt up to +260O C.
*Remains flexible to -54O C.
*Forms a perminant Air & Water tight seal.
*Tensile strength of 600psi.
*Insulates to 8000 Volts 
 (for a 20mm thick wrap)
*Stretches to 3 x’s its length.
*Conforms to irregular shapes.
*Prevents corrosion.


