
Engine Application Guide for Hydraulic Cylinder - Up to 175HP
ENGINE ENGINE MODEL HP YEAR CYLINDER P/N

Evinrude®
E40 - E50 - E55 - E60 2 Stroke
E75 - E90 2 Stroke
E115 - E130 - E135 2 Stroke V4
E150 - 175 2 Stroke V6

2004 to date
2004 to date
1995 to date
1995 to date

UC95-OBF/1(2)

UC95-OBF/1(2)

UC95-OBF/1(2)

UC95-OBF/1(2)

83994/1
83994/1
83994/1
83994/1

Honda®

BF75 - BF90 4 Stroke
BF80 - 100 
BF115D
BF115A
BF130A
BF135 - BF150 4 Stroke
BF175 - 4 Stroke

1995 to date
2013 to date
1998 - 2009
2009 to date
1998 - 2005
2005 to date
2001 to date

UC95-OBF/1
UC95-OBF/1
UC95-OBF/3
UC95-OBF/1
UC95-OBF/3
UC95-OBF/1
UC95-OBF/1

83994/1
83994/1
83994/3
83994/1
83994/3
83994/1
83994/1

Johnson®
BJ90 - 115 - 140 4 Stroke
BJ70 4 Stroke
J90 - 115 V4 2 Stroke
J150 - 175 V6 2 Stroke

2001 - 2007
2001 - 2007
1995 - 2007
1995 - 2007

UC95-OBF/1
UC95-OBF/1(2)

UC95-OBF/1(2)

UC95-OBF/1(2)

83994/1
83994/1
83994/1
83994/1

Mercury®
Mariner®

80 - 75 - 90 2 Stroke
50 - 75 - 90 2 Stroke
75 - 90 - 115 Optimax 2 Stroke
125 - 135 - 150 - 175 Optimax 2 Stroke
100 - 115 - 150 EFI 2 Stroke
40 - 50 - 60 EFI 2 Stroke
75 - 80 - 90 EFI 2 Stroke
100 - 115 - EFI 4 Stroke
175 - V6 4 Stroke

1990-2008
1990-2008
2004-to date
1999-to date
1999-to date
2004-to date
2000-to date
2007-to date
2018-to date

UC95-OBF/1
UC95-OBF/1
UC95-OBF/3
UC95-OBF/1
UC95-OBF/1
UC95-OBF/1
UC95-OBF/1
UC95-OBF/1
UC95-OBF/1

83994/1
83994/1
83994/3
83994/1
83994/1
83994/1
83994/1
83994/1
83994/1

ENGINE ENGINE MODEL HP YEAR CYLINDER P/N

Selva®
80 Portofino/Tigershark 2 Stroke
150 White Shark 2 Stroke
100EFI Marlin - 115 EFI Narwhal
150EFI Killer Whale 4 Stroke

1995-to date
2001-2007
2001-2007
2000-to date

UC95-OBF/1
UC95-OBF/1(2)

UC95-OBF/1
UC95-OBF/1

83994/1 
83994/1
83994/1
83994/1

Suzuki®
DF70 - 80 - 90 4 Stroke
DF100 - 115 - 140 4 Stroke*
DF150 - 175 4 Stroke

1998 to date
1998 to date
2006 to date

UC95-OBF/19(1)

UC95-OBF/1
UC95-OBF/1

83994/1
83994/1
83994/1

Tohatsu®
Nissan®

115-120-140 2 Stroke
70-90-115 TLDI 4 Stroke
BFT60-75-90 4S
BFT80-100-115-150 4S
70-90-115 TLDI 4 Stroke
70-90-100-115 MFS 4 Stroke

2004-to date
2004-to date
2015-to date
2015-to date
2004-to date
2020-to date

UC95-OBF/1(2)

UC95-OBF/1
UC95-OBF/1
UC95-OBF/1
UC95-OBF/1
UC95-OBF/1

83994/1
83994/1
83994/1
83994/1
83994/1
83994/1

Yamaha®

60 - 70 2 Stroke
75C - 90 2 Stroke
115C - 130B 2 Stroke
150F
150 HPDI VMAX 2 Stroke
F60 - F75 - F80 EFI 4 Stroke
F90 - F100 - F115 - F150 EFI 4 Stroke
F80 - F100 4 Stroke
F115 - F150

1984 - 2008
1998 - 2008
1990 - 2008
1996 - 2007
2000 - 2008
1999 - 2007
1999 - 2007
2000 to date
2004 to date

UC95-OBF/1
UC95-OBF/1(2)

UC95-OBF/1(2)

UC95-OBF/1(2)

UC95-OBF/1
UC95-OBF/1
UC95-OBF/1
UC95-OBF/1
UC95-OBF/1

83994/1
83994/1
83994/1
83994/1
83994/1
83994/1
83994/1
83994/1
83994/1

(1)Suzuki® engines built from 1998 to 2008 installing 83994/1 cylinder require 
optional KIT SU - 83919
(2)The UC95-OBF/2 (83994/2) cylinder allows for a wider tilting angle.


